A rchitectural Grade

Type

Heavy duty cast aluminum
junction box, prewired and

g(r:gltjers]g?‘[rjovn:itge?(?vsv)f ITiste_d 7" H 0 R I ZO N TAL
wirng, 1. Lstd Thoml OPEN
NON-MAGNETIC/MRI

Aluminum heat sink socket bracket with
stainless steel and brass hardware.
Keyslots in reflector for fast assembly.
UL Listed medium base porcelain socket,
with nickel plated brass screw shell.

Adjustable height aluminum mounting
— brackets with cutouts for various

mounting methods. Aluminum mounting
1 bars (included) suitable for use in MRI.
6/ Brackets will accept aluminum
C-Channel or other non-magnetic
mounting bars. (supplied by others)

Aluminum plaster ring fastened to the
/ spun aluminum frame and aluminum
. reflector mounting strap with aluminum
| rivets.

Heavy gauge spun aluminum horizontal shallow ! 612" T
reflector with self trimming white painted flange. 73/
Polished Flange available.

Rough in Kit — 7" Horizontal Incandescent Non-Magnetic Construction (150W A23, A21; 100W A19)
Catalog Number A7INCAL-HOR

ATINCAL-HOR Voltage

150W MAX. A23, A21 120
100W A19

Finishing Kit — 7" Horizontal Incandescent Shallow Non-Magnetic Open Reflector
Catalog Number A7600
Finish (Factory Standard)

A7600 w SCL Specular Clear “Alzak” with White Flange
SGO Specular Gold “Alzak” with White Flange

SCL PE WHT White Reflector with White Flange
SGO Options 4
WHT PF High Polished Flange
Features | A See Options and Finishes pages for a list of additional finishes and equipment. | Vantage

Manufactured and Listed to UL 1598,
ETL and CSA standards. c US 6 b Vantage reserves the right to change components, finishes or design details in
c us

Suitable for Damp Locations any manner which does not alter the installed appearance or reduce
Wet location under covered ceiling isTed performance and intended function.
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