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Photometric Information

603C

Ft. Fc Dia
Below    Nadir   @50%

Product Number: VC1010HF226E/SCL/14
Cylinder: 10˝x10˝, Horizontal Mount Fluorescent

Reflector: 8˝ Horizontal Clear “Alzak” Reflector with prismatic 

glass lens and specular clear “Alzak” splay

LTL Test Number: 05836

Lamp(s) Source: (2) 26W PLC 4 pin lamp rated at 1800 lumens

Total Luminaire Efficiency: 43.3%

CIE Type: Direct

Luminaire Spacing Criterion: 1.0/1.1

Luminous Diameter: 7.375

Zonal Lumen Summary
ZONE LUMENS       %LAMP      %FIXTURE

Cone of Light

Coefficients of Utilization

Ft. Fc Dia
Below    Nadir   @50%

Product Number: VC1010HF226E/SCL/16
Cylinder: 10˝x10˝, Horizontal Mount Fluorescent

Reflector: 8˝ Horizontal Clear “Alzak” Reflector with fresnel 

glass lens and specular clear “Alzak” splay

LTL Test Number: 05837

Lamp(s) Source: (2) 26W PLC 4 pin lamp rated at 1800 lumens

Total Luminaire Efficiency: 45.8%

CIE Type: Direct

Luminaire Spacing Criterion: 0.8/1.0

Luminous Diameter: 7.375

Zonal Lumen Summary
ZONE LUMENS       %LAMP      %FIXTURE

Cone of Light

Coefficients of Utilization
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